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BL711 Multi Channel Thermal & Hygro Data Logger

 

The BL711 Multi Channel Thermal & Hygro Data Logger 
is composed of PC, on-site multi-channel data acquisition 
and readout device and temperature sensors and 
humidity sensors. The on-site multi-channel data 
acquisition and readout host device is based on the high-
performance temperature and humidity data acquisition 
unit, 5.6-inch full touch LCD screen for display and 
control, and the large memory stores data, so that it can 
completely separate from the computer to independently 
complete the collection and real-time display of on-site 
temperature and humidity data, which fully meets the 
requirements of customers for measurement accuracy, 
portability and convenience. It is suitable for the 
effectiveness inspection of temperature deviation, 
temperature uniformity, temperature fluctuation, relative 
humidity deviation, relative humidity uniformity and 
relative humidity fluctuation of environmental test 
equipment. 

KEY FEATURES  

 32 channels data logging simultaneously 
 Readout temperature, humidity, pressure and 

wind velocity simultaneously 
 Real time data logging 
 Large storage memory  
 Built-in thermal printer 
 5.6 inch Touch screen operation 

APPLICATION  

 Aviation parts heat treatment furnace, muffle 
furnace, constant temperature and humidity 
drying oven, constant temperature and humidity 
chamber(room), high and low temperature test 
chamber, incubator, cement curing chamber, 
water bath pot, refrigerator, cold storage, box 
resistance furnace, high temperature carbon 
fixing furnace, etc. 

SPECIFICATION          

 Temperature measurement range: -200℃ to +1100℃ 
 Temperature accuracy: 0.01℃ 
 Temperature resolution: 0.01℃ 
 Humidity measurement range: 0 to 100%RH 
 Humidity accuracy: 0.01%RH 
 Humidity resolution: 0.01%RH 
 PT100 temperature probe: -200℃ to +300℃; accuracy 

±0.10℃ (AA class); Sensor size φ4 x40mm, 5 m cable  
 K type thermocouple probe: 0℃~1100℃; ±0.4%rdg, 5 m cable, 
 Humidity probe: 0 to 100%RH; ±1.0%RH, 5 m cable 
 Pressure measurement: Optional 
 Wind velocity measurement: Optional 
 Data Export Model: USB, RS485 
 AC Power: 220V (110V is optional) 
 DC Power: 3.7V, 10000mA  
 Ingress protection grade:IP54 
 Dimension: 260mm x 200mm x 85mm 
 Net weight: 1 kg 

SCOPLE OF DELIVERY 

 BL711 Multi Channel Thermal & Hygro Data Logger 
 9 pcs Four wire water proof PT100 temperature probe: -200℃ 

to +300℃; accuracy ±0.10℃ (AA class); Sensor size φ4 
x40mm, 5 meters cable  

 5pcs K type thermocouple probe: 0℃~1100℃; accuracy 
±0.4%rdg, 5 meters cable, 

 3pcs Humidity probe: 0 to 100%RH; ±1.0%RH, 5 meters cable 
 1x USB flash driver 
 1x RS485 to series communication cable 
 4x Print paper roll 
 1x DC Battery charge cable 
 1x 220V AC power cord 
 1x Monitoring and calibration software 
 1x User manual 
 1x Handheld carrying case (460mm x 380mm x 150mm) 

OPTIONAL ACCESSOIRES AND SERVICE 

 Barometer probe: 500hPa to 1300hPa; 0.01hPa resolution; 
Accuracy is less than ±0.4hPa (P/N: 711-BP) 

 Wind velocity probe, 0 to 40m/s; ±5% accuracy (P/N:711-WV) 
 ISO17025 accredited calibration certificate (P/N: 9000-7XX) 

ORDERING MODEL NUMBER 

 BL711-220V 
 BL711-110V 


